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By Paul W. Huber and Donald R. McFarland
SUMMARY

Measurements of unsteady-flow turbulent boundary-lsyer characteris-
tics have been made for artificiaelly thickened boundary layers using &
new optical technique which involves the bow-wave shape of bullets fired
in a shock tube. Comparison of the unsteady-flow boundary-layer charsac-
teristics obtained with pyramid-shaped surface roughness is mede with
Schlichting's flat-plate steady-flow sand-roughness theory and with
steady-flow measurements reported for sand roughness and for lateral
square-bar roughness.

Good agreement of the boundary-layer-thickness measurements with
the steady~-flow theory and with the steady-flow data was obtained. The
measured velocity profiles were considerably less full than the steady-
flow sand-roughness theory predicts but agreed well with steady-flow pro-
files which were reported for the lateral bar roughness. It is shown
that these differences in profiles do not lead to any large differences
in the momentum thicknesses but do lead to much larger differences in the
displacement thicknesses.

Shock-wave-attenuation measurements were made in the shock tube for
both smooth surfaces and surfaces .of pyramid-shaped roughness of different
heights and length. Comparison of the meassurements with a simple atten-
uation theory based on equivalent flat-plate steady-flow sand-roughness
boundary~layer theory 1ls made.

The shock-weve-attenuation measurements agreed reasonably well with
the theory for small values of the boundary-layer displacement thickness
but the measurements were considerably lower than the theoretical values
for lerger vaelues of the displacement thickness.

INTRODUCTTION

In recent years there has been an increase in the use of the shock
tube as & means for the study of fluld properties and fluld flows at the
high temperatures for which this research tcol is particularly adsptable.
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This has naturally led to a corresponding increase in the study of the
departures of the real fluid flow occurring in the shock tube from the
flow indiceted by eny particuler theory. These departures have, in
general, been more marked at the higher temperatures and asccompanying
higher flow velocitles and have been attributed to a number of causes
including relaxetion effects, changes of the fluld properties, and
effects on the fluid-flow characteristics neer the walls due to heat
transfer and skin frietion.

The purpose of this investigation is to study the last effect,
that of.skin friction, by artificially increasing the magnitude of the
friction through the use of surface roughness. In this manner, very
thick boundary layers may be produced, and large shock-wave attenustions
noted. Direct observations of the boundary-lsyer characteristics are
made with a new optical technique which involves study of the bow-wave
shape from a bullet fired 1n the shock tube. The shock-wave attenuations
which are obtained with the use of surface roughness are of such magni-
tude that the troublesome effects of imperfect dlaphragm burst and
instrumentation lnaccuracies are reduced to second order.

A review of the shock-tube literature shows that the aserodynemics
of the real shock-~tube flow in certain cases might be very different
from that expected from the ideal theory. (See, for example, ref. 1 for
treatment of the ideal shock-tube theory.) It was found in references 2
to 4 that regions of flow in the shock tube which would otherwise have
conditions constent in time exhibit continuous variation of pressure,
density, and Mach number with time. Changes of the shock-wave strength
and other flow parameters with distence traversed and with shock-tube
pressure ratio, Reynolds number, and so forth are noted in refer-
ences 1, 5, 6, and 7. Theoretical and experimental studies have been
mede to correlate experimentally obtained shock-tube flow measure-
ments with viscous unsteady-flow theory. In these studies the wall
boundary conditions are included by considering the flow as a quasi-one-
dimensional flow, where the flow condltions are averaged across the
channel at representative cross sections along the shock tube and the
resulting values included in & one-dimensional theory.

In references 1 and 5, one representative cross section was chosen,
that being at the entropy discontinuity, and the mass-flow decrement at
this cross sectlion, as & result of the boundary-layer displacement thick-
ness, wes presumed to be equal to the mass-flow decrement at the shock
wave at the same time. The displacement thickness was determined
according to the Rayleigh leminar problem of the instentaneous accelera-
tion to constant veloecity of a flat plate in a fluid at rest.

In an Investigetion (unpublished) at the Ilangley Aeronautical
Iaboratory in 1953, the authors collsborated on a theory which, like
references 1 and 5, used the mass-flow decrement due to the boundary-layer
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displacement thickness st the discontinuity as the characteristic
parameter. This mass-flow decrement, however, was assumed to equal the
ghock-wave mass-flow decrement which existed at a later time, this time
being equal to the time required for a sonic wave to travel from the
discontinuity to the shock. The displacement thickness was determined
from flat-plate steady-flow turbulent empirical data at a flat-plate
length corresponding to the flow distence from the diaphragm to the
discontinuity.

In reference 2, a theory was developed in which the entire hot-aas
region between the entropy discontinulty and shock wave was represented
as a quasi-steady flow by the cholce of a coordinate system fixed to the
shock. The Blasius laminar-boundary-leyer solution was applied with the
wall velocity nonzero, and the changes of momentum and energy due to
gkin friction and heat transfer were thus obtained. It was assumed that
these effects resulted in the generation of waves which could overtske
the shock and reduce its strength.

An inclusive treatment of the shock-tube flow for the viscous, heat-
conducting case has been done in reference 4 in which the complete flow
in the shock tube is considered. Numericel evaluation of this theory is
obtained by assuming that, at any point on the shock-tube wall, the drag
and heat transfer are equal to the flat-plate steady-flow values at a
distance from the leading edge of the plate equal to the shock-tube-flow
distance at that point. The flow quantities in the boundary lsyer are
averaged into the free-stream flow; by integration of the unsteady-flow-
characteristics differential equations, including some linearizations,
the flow parameters at any point or at any time in the shock-tube flow
may be found. This method is such that any skin-friction curve - either
laminar, turbulent, or combinations thereof - may be used. The first-
order effects at the entropy discontinulty are also included. The
treatment of the expansion fan timewise, however, was as a discontinuous
front, although, for the pressure ratios covered by the experimental phase
of the work, this treatment produced no lerge discrepancies (that is,
1.94 to 3.58 shock-wave pressure ratios).

In the aforementioned theoretical treatments the correlation of
experimentel and theoretical results was, in some cases, not particularly
good and, in the other cases, only a rather narrow range of shock
strengths was covered experimentally. In all cases, the boundary-layer
displacement thickness was assumed to be small in comparison with the
shock-tube cross section sc that effects of streamwlse pressure gradient
on the boundary-layer development could be neglected along with any
effects of ares change on the shock-tube flow.

Tn references 2 and 8, the correct treatment of the boundary layer
for unsteady laminar boundsry layers was used. It was shown that, for
the leminar case, equivalent steady-flow flat-plate treatment would not
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yield correct results nor would the Rayleigh treatment in the case of

finite-strength shocks. There have been, howéver, no solutions for the
unsteady turbulent-boundary-layer case; thus, the validity of an equiv-

alent flat-plate representation is not known.

It is felt thet, by the present investigation, information may be

obtained as to the validity of assumptions such as the equivalence of

unsteady boundary layers to steady-flow flat-plate representations and

the effect of thick boundery layers on the shock-tube flow. It is

recognized, of course, that large surface roughness disallows the exist-
ence of a laminar boundary lsyer and, in fact, the turbulent skin-friction

dependency on Reynolds number 1s absent under most of the conditions

encountered in the investigstion.

with steady-flow flat-plate theory with these same limitations.

-
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SYMBOLS

velﬁcity of sound
cross-sectional area

shock-tube width

local skin-friction coefficlent
totel skin-friction coefficient

shock~tube perimeter

bow-wave parameter, 2 (

shock-tube height
bow-wave incidence sngle

roughness size

helght above surface of a hypothetical wall which would give
e. shock-tube area reduction equal to average reduction due

to roughmness

distance shock has traveled from leading edge of surface to
midpoint of veloclity-measurement section

It is felt, however, that some funda-
mental information as to unsteady-flow boundary-layer development mey be
obtained, despite this limitation, by comparing the resulting information
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M £luid-flow Mach number
N reciprocal of veloeity exponent in boundary layer,
ay) (3 1/N
Uo (8)
P absolute pressure
R Reynolds number based on flow length, R = %
Ryg Reynolds number based on sand roughness size, 2%5
t time
T absolute temperature
u flujd-flow velocity
ur shearing-stress velocity in boundary layer
Vi shock-wave velocity
X fluid-flow distance
y distance from wall normal %o flow
¥ ratio of specific heats
S boundary-layer thickness
&% incompressible boundsry-layer displacement thickness (eq. (25))
e incompressible boundary-layer momentum thickness (eq. (1h))
A roughness equivalence factor (eq. (18))
8 Mach angle ®
v kinemstic viscosity |
p density ' - T
¢w wall-temperature coefficient, T2 5
L=
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Subscripts:
0 high-pressure side of shock tube before burst *
1 low-pressure side of shock tube before burst
2 reglon between shock-wave and entropy discontinuity
00 free stream outside of boundary layer (as used herein is always
that of region 2) :
8 relative to fluid
B bullet
n normal to bow wave
rw rough wall
8 sand roughness form
saw saw profile roughness form
sW smooth wall
t total adisbatic ’
w wall -
c immediately behind bow wave

THEORY
Bullet Theory

The method.usually adopted in steady flows for the determinstion -
of boundary-leyer veloclty profiles is the surygey of thls region by
small pltot-static probes. This method is not adaptable, however, T
to unsteady flows since rapld-response gages of sufficiently small size
are at present not obtainsble. The use of an optical technique is
desirable in general since the flow 1s not disturbed snd photographs
may be obtained at prescribed times. An interferometer could be used
to determine density profiles and (for the case of constant static pres-
sure) temperature profiles provided that refraction effects near the wall
are sufficiently small to allow analysis of the records. In order to -
obtain velocity profiles, however, this method would depend directly on
knowledge of the tempersture-velocity relation in the boundary layer.
The optical technique which i1s here set forth using bullets also requires v
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this knowledge of the temperature-velocity relation, but the results are
not directly dependent upon the relation. The use of the bullet method
also requires kmowledge of the bullet bow-wave strength in the boundsry
leyer, but it will be shown that lack of this knowledge may not be
serious in msny cases.

If a bullet is moving supersonically with respect to a fluid, the
disturbance, or shock wave, from the nose propagates out into the fluid
and the path, or shape of this bow wave, 1s a history of the strength of
the bow wave and of the fluid velocity and temperature (that is, fluid
Mech number) through which it has propagated. If the wave should, at
any point, encounter conditions tending to make the wave speed become
subsonic with respect to the fluid, the shape is dependent also on time
end eventually the wave disappears. In order, therefore, that interpre-
tation of the bow-wave shape might be made in terms of velocity and
temperature changes, the restriction of supersonic wave speed at all
points is imposed and the change in wave strength must be known.

Consider a bullet which is fired into a fluid in & direction opposite
to the fluid flow (see following sketch):

Bullet
up
Bow wave Propagation path of the lowest
Free-stream point of interest of the wave
fiuid flow
T u/
4, & T Region ofI I
Height of interest

interest

Direction of
wave propagation

P
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The Mach number of the bullet with respect to the fluld is

Me. = u + U.B B N - _(l)

8

If streamwise variastions in the fluld flow may be cohsidered small in
comparison with changes normal to the fluid flow, the Mach number normal
to the wave is

My = My sin 1 2 1.0 (2)

(It should be here noted that the wave incidence angle is a measure of

the ratio of normal Mach number {wave strength) to the Mach number of

the wave relative to the fluld only within certain limitations in unsteady
flow, these limltations belng that no gradients of u or =a in the
direction of flow be present within the region of interest. This region
of interest (see preceding sketch) is that region bounded by the wave

on the one side and by the propagation path of the lowest point of interest
of the wave on the other side. If these conditions are respected, the
incidence angle will then be a measure of the aforementioned ratio in the
presence of gradients of u and & normal to the flow.)

If it can be agsumed that the wave is very weak - that is, a Mach

wave where To_ 1.0 - or if the wave strength is known, My 1s deter-
[-+3

mined since

2_7y-1r+1P%g
Mp© = -157-<-:-1'Pm +39 (3)

If the wave strength is not known in the region of interest, some
assuned varietion of wave strength from a known point outside the region
must be used. For example, the wave-strength veriation in the free stream
is known from determination of the wave angle, up, Uw, and ey, and

this varistion mey be assumed to extrapolate into the region of interest.

The bullet velocity ug i1s measured experimentally and the shock
angle 1 18 measured from schlieren photogrephs; thus, there are two
remaining unknowns u and a and it is necessary to find an edditional
relationship. The relationship between the velocity end temperature in
the boundary layer may be determined for perticular cases.
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The simplest assumed relation between veloclty and temperature in
the boundary layer - for the case of no heat transfer at the wall and
a Prandtl number of 1 - is used so that, according to the energy equa-~
tion, the relation between velocity and temperature in the hot-gas
reglon may be written

T T - T 2
= g2t Bb - B8 ()
2 2 2 Yo

For the purpose of finding the influence of this assumption of no
wall heat transfer on the results, the velocity-temperature relstion for
the turbulent case of a Prandtl number of 1, including heat transfer
from the wall, will also be used for comparison. According to Croecco
(ref. 9), this relationship msy be expressed as

=E_T2t'T2(u)2+T2,t‘Twi (5)

T
T To To  \uz To  up

which for the boundary condition To,4 = Ty 1s identical to equation (W) .
For this unsteady cese, however, the condition Ty = T 1is used. Equa-

tion (5) 1s for the case of constant wall temperature and no streamwise
pressure gradlents.

It is now possible to find the velocity at any point in the flow in
terms of the bow-wave angle at that point if the wave strength is also
known at that point. By combining equations (1), (2), and (&), the
solution for the velocity may be expressed nondimensionally for the
cagse in which there is no heat transfer from the wall ss

2 A2
UB Yp U 2
A <2F_“2) D F("“ﬂ) B

U 2(F + 1) (6)

where
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By combining equations (1), (2), and (5), the solution for the
velocity may similarly be expressed for the turbulent case of heat
transfer from the wall only as

) ¢w+l-2Fllu-§+ (%+l-2F§-2§)2-4(F+l)[F<§2§)2+¢w-ﬁ'MZ§
- 2(F + 1)
(1)
where
¢"=Z;_TM'§§

For the case in which there is no heat transfer from the wall, a value
of -1 for. ¢w makes equation (7) agein identical to equation (6).

Boundary-ILeyer-Growth Theory

Smooth plate.- For the purpose of determining s theoretical boundary-
layer growth with which experimental measurements may be compared, as
well as for later use in a simple attenuation theory, the equivalent
steady-flow concept without heat trancfer or pressure drop will be used.
That is, flat-plate steady-flow turbulent-boundsry-lsyer theory will be
used where the flow length x = ut in the shock tube is egquivalent to
the flat-plate length.

If the initlial assumption is made that the flow is turbulent from
the leading edge of a plate and that the velocity distribution remains
constant along the plate, or more specifically thet 6/5 is constant,
the boundary-layer growth along the plate may he readily determined in
terms of the local skin-friction coefficient. (See, for example,
refs. 10 and 11.)

as(x) = é-g ce dx (8)

If the velocity distribution in the boundary layer 1s of the power
form

P%} - (%)l/N (s)
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the loecal skin-friction coefficient for a smooth plate for Reynolds
numbers in the range 5 X 105 < R < 107 is found from reference 10 to be

¢ = 0.059r2/(3+) (10)

where N = 7.

By substituting equstion (10) into equation (8) and integrating
from O to x, the boundary-layer growth along the smooth plate is
found in terms of the total skin-friction coefficlent:

_15
& = =2 xC 11
() = 1 8 xo ()
where (see ref. 1l)
3+ N
Ce = cr T5 (12)

A plot of the total skin-friction coefficient as a function of
Reynolds number based on plate length according to equation (12) is
given in figure 1. This curve 1s seen to approximate closely the smooth-
plate skin-friection value of reference 10 shown as the lower dashed line.

Equstion (11) mey be expressed numerically for N = 7 in terms of
the flow length x:

8(x) = 0.38xR~L/> (13)
since

1
0 N 1
3T W+HWm+2) - uwe‘]; u(ug - u) & (14)

with the assumption of low-velocity (incampressible) flow.

Rough plste.- For fully developed roughness flow along a 'flat plate,
that is, flow in which the roughness projects out of the laminsr sub-
layer, the steady-flow friction drag consists primarily of the drag of
the individual roughness elements. In this case, the skin friction is
independent of Reynolds number and for values of the characteristic
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roughness number Z 70 is given by

Urkg
v

<\-2.5
(1.89 + 0.704k loge fkg) (15)

Ce

(See ref. 10 for complete trestment of roughness flow over plates as .
trensformed from Nikuradse's (ref. 12) measurements on pipes with sand -
roughness.)

The velocity distribution for this case of fully developed roughness
is assumed to be the same as that in Nikuradse's pipe and is given by

2 - 2.5 loge L + 8.5 (26)

The above expression for total skin-friction coefficient (eq. (15))
is shown in figure 1 snd the velocity distribution (eq. (16)) is shown
in figure 2, Note that the roughness skin friction in figure 1 is also
shown as a function of flow Reynolds number for given values of the
roughness Reynolds number Rxg. (It is seen from fig. 2 thet the
Schlichting velocity distribution 1s very closely spproximated over much

of the range of ﬁ% by en N = 5.5 power veloeclty profile except for

the region close to the roughness.) ’ ' .
Equation (16) may also be expressed as D
o _ % Y8 ,g5 (1
uw_uw2'5l°geﬁks+'5uw (17)

Roughness other than sand may be uséd, however, with the same
relations if an equivalent sand-roughness size is determined from

kB = Ak ° (18)

where k denotes the arbitrary roughness slze and the factor A pre--
geribes an equivalent sand size as used by Nikuradse to produce the same
friction as that produced by k. (See ref. 13 for comparison of friction
messurements of other roughness forms with sand. )
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The boundary-layer growth along the rough plate for fully developed
sand roughness is found from substitution of equation (15) into equa-
tion (11):

-2.5

o] 18 x X
—_ I e e . . — 1
= 26k8(189+070§+10geks) (19)
Wumerical evaluation of EL as g function of ﬁi is now obtained
8 s
u,
by first assuming a value of ﬁi in equation (17) and solving for =
s
u
at the edge of the boundary layer. If these values of EE and é% and
equation (17) are used, -% may be found from integration of equation (1k).
Equation (19) can then be plotted in the form of
-2.5
5 8 X X
2(2 2\ = £(1.85 + 0.704 loge &
(ks 5) ks( kg
X . b 4 0 o]
against E;' and may be used to find —, 3 and Eg being known. This

function, which is the growth of the momentum thickness along the plate,
is plotted in figure 3.

It is recognized that equation (19) was obtained on the basis of
a veloclity distribution along the plaste invariant with x and that
this qualification does not hold for the case of roughness. (See
eq. (17).) Since the change in veloecity distribution along the plate
has only a small influence in this case (see fig. 4 for influence of
ﬁl on %- according to the Schlichting theory), equation (19) is Jjusti-

g

figble in view of some of the other assumptions which are made.

Shock-Attenuation Theory

A simple shock-attenuastion theory will be developed for comparison
with experimental results. It is simllar to those of references 1 and 5
in that the mass-flow decrement due to the boundary-layer displacement
thickness at the entropy discontinuity will be presumed equal to the
shock-mass-Tlow decrement at the same time. The theory 1s different,
however, in that the boundary-lsyer displacement thickness will be
based on the equivalent flat-plate steady-flow value for s plate of
length equal to the shock-tube-flow length in the same manner as was
done for the boundary-layer growth.
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The reduction of shock-tube cross section at any location due to
the boundery-lsyer dilsplacement thickness is

% _ &*(D - u4&%) (20)

A

where D = 2b + 2h . 1s the shock-tube perimeter and A, the cross-
sectional area.

When .8%«D, equation (20) reduces to

OA(B*<<D) _ 8*D

% 5 (21)

which is applicable when the displacement thickness is small in com-

parison with the shock-tube cross-sectional dimensions. When this is

not the case, the error in area reduction by using equation (21) would
be

AA D . 1
Ig* ~

If the free-stream conditions are assumed to be unaltered by the
presence of the boundary lasyer, the fractional mass-flow reduction is
then equal to the fractlonal area reduction:

f(_f_E_u_E_)_ = A.I?. (23)

pu2

In order to convert the mass-flow redué¢tion to shock-wave attenua-
tion, it is assumed that the mass flow is reduced at the shock wave by
the same fraction of the total as it is at the entropy discontinulty.
(The wave mechanism by which this mass-flow reduction 1s accomplished
is not considered, but the net effect would be that of expanslon waves
generated at the wall which would in turn overtake the shock wave. )

The mass flow per unit area accelerated by the shock wave is nearly a
linear function of the shock-pressure ratio (see fig. 5); thus, the

H
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shock-pressure attenuation is simply expressed for small values of 5%
by

P2
P1 _ A(Peue) _ D ' (24)
P2 pou2 A "

Pl-l

For the smooth-wall incompressible turbulent boundary layer with a
power-law velocity profile, the ratio of &% to & 1s found from

1
s 1 1
s=umj; (4 - w) & &= 57T (25)

so thet substitution of equations (25) and (13) into equation (24) for
N =7 ylelds

Do

AP—l 0.38D [ Yo 1/5
—L - 222 (2 26
B (o) (=)
P1

and from the shock-tube x-t diagram (see fig. 6(a))

X = % 1==1 (a7

Equation (26) may now be rewritten as a shock-pressure attenuation
coefficient:

D
AT
A _-1 0.8
Py V1

(28)
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The right-hand side of equation (28) is a function only of shock-
pressure ratio and initial temperature 1n the shock tube.

For the rough-wall case the ratio of 8% to & may be found by
integration of equation (25) after substitution of equation (17) for the

assumed values of jl, as was done in the case of 8 previously.

kg 5
Substitution of equation (19) into equation (24) ylelds

P1 K gt 5D x x\ 22 . (29)
g——— =5 564 E;(:L.Bg + 0.7T04 loge E;)

for the shock-pressure sttenuation, and this may be expressed as a shock-
pressure-stitenuation coefficlent by

P2
A -2 -2.
.h_ﬁlAPl _2§§1_i2_189+070]+10 u_z_lrw (30)
Trw Do A . e V] X

The right-hand side of equation (30) is a function only of the

1
shock-pressure ratio and the ratio =X ., Here ageln, the velocity

Kg

distribution along the glate is not constant as the derivation reguires,
and the influence on %; is more pronounced than it was on -% (see
fig. 4); thus, the error in attenuation will be more pronounced than was
the error in boundary-layer thickness.

APPARATUS AND PROCEDURE

Studies of the boundary-lasyer growth and shock-wave attenuastion were
mede in & stainless-steel shock tube 4 inches wlde and T% inches high

with a meaximum length of 22 feet. A schematic arrangement of the
experimental apparatus is shown in figure 7. The high-pressure side of
the shock tube in this investigation was L feet long and pressures up
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to 100 pounds per square inch were used. The low-pressure side con-
sisted of interchangesble sections of 2-foot, Lk-foot, and 8-foot lengths
end of two sections each of 2-foot lengths, these latter sections con-

taining 8- by 16-inch plate-glass windows 1%'1nch thick. The sections

were doweled for accurate alinement and connected with quick-acting clamps.
The low-pressure side was at atmospheric pressure for shock pressure

ratios up to about 2.5 and was lowered to sbout 0.1 atmosphere for the
highest pressure ratlos used.

The smooth-wall attenuation study was mede first after which the
2-foot window sections were equipped wilith roughness on only the lower
wall for the optical investigation using bullets. Finally, either the
8-foot or 4-foot sections were alternately lined with roughness of
three different grades on all four walls for the rough-wall attenuation
studies. The roughness consisted of plastic sheets which were machined
on the surface to form continuous rows of pyramid-sheped elements of
squere base and of height equal to one-half of the base dimension. The
pyramids completely covered the surface and the rows were oriented at
450 to the flow direction. (See fig. 7.) Three sizes of roughness were
used but in each case the oversll thickness of the plastic was such that
the reduction of shock-tube cross-sectional area was the same for all
three sizes. Smooth sheets of such thickness as to give this same ares
reduction were also used to line the 8-foot section in one series of
tests to determine the effect of this area reduction on the shock-tube
flow. All the sheets had 45° beveled side edges for fitting in the shock
tube and were cemented tightly to the shock-tube walls.

Shock velocitles were measured by means of an electronic chronograph
and two plckup stations were used to start and stop the chronograph. The
pickups were located 18 inches apart in the 2-foot section and were
commerclal piezoelectric-type gages connected to the shock tube through
slit-shaped openings on the walls of the shock tube. It was felt thst
this arrangement would minimize the voltage-rise time at shock passage
slnce this rise time varies with the dimension of the opening in the flow
direction. For the smooth-wall studies, the midwey polint of the gages
was 13 feet from the diephragm; for the rough-well studies, the midwsy
point was 1 foot downstream of the section containing the roughness.
Records of pressure against time were obtained at the midpoint of the
velocity gages in a few tests using capacitive-type flush-mounted pickups
along with a cathode-ray oscilloscope snd drum camera.

For the bullet investigation of the boundary lsyer, 22-caliber "long
rifle" and "Hornet" bullets were fired upstream (toward the high-pressure
end) through a hole in the end plate of the low-pressure section. A
paper diaphragm could be placed over the hole for evacuation purposes.

The bullet speed could be approximately predetermined by the charge loading
and, by means of pickups and delay circuits strategically placed, the
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bullet speed could be electronically determined and synchronization of
the optical light source with the bullet and shock-tube shock wave was
possible.

The opticael components included a high-voltage spark-light source,
thyratron controlled, and a two-mirror schlieren system using front-
surfaced, l6-inch-diameter, parsbolic mirrors. The spark duration was
about 1 microsecond snd there was sufficlent light to expose a 5- by
T-inch sheet of fast panchromatic film.

The shock-tube diaphragm consisted of one or more sheets of exposed
film so that the diaphragm would be stressed nesrly to the bursting point
end firing was sccomplished with a solenocid-actuated trigger unit.

The shock-tube tempersture was determined prior to each run.

RESULTS AND DISCUSSION

Boundary-layer Measurements

Boundary-layer measuremente were made with the bullet technigue
for two values of flow length over roughness and for two values of shock-
tube pressure ratio (that 1s, flow velocity). The shock-tube configurs-
tions used for this investigation are shown in table I. It was necessary
that proper synchronization of the shock tube, gun, and light source be
accomplished so that the bullet would be within the "roughness-flow
region" at the time of the photograph. Thaet is, the photograph was teken
at a time before any flow from the smooth region shead of the roughness
could resch the position under investigation (see fig. 6(b)) as well
a8 before the shock reflected from the end plate could reach this posi~
tion. The actuel flow length appropriste {0 each photograph could then
be determined from the x-t diagram using the reflected shock from
the end plate as a reference point. The shock-tube flow was known from
shock-veloclty measurements. A photograph typlcal of those obtained
using this method is shown in figure 8(a). In order to determine the
velocity profile from equation (6) or (7), it is necessary to know the
Mech number normal to the bow wave or the bow-wave strength at each
ordinate. The bow wave 1s nearly a Mach wave in the region of the
boundery layer in these tests and its strength is closely determined
outeide the boundary leyer from messurements of bow-wave incidence angle
and the known bullet speed and free-stream conditions. (See egs. (1),
(2), and (3).) A plot of My as a function of distance from the bullet
is then extrapolated into the region of the boundary layer. The coordi-
nate system used in plotting the boundary-leyer measurements is shown
in figure 9 where the y = O point is taken at the ordinate corre-
sponding to a smooth plane of equal shock-tube-areg reduction. Thisas
system 1s also used in reference 13, A plot of bow-wave incidence angle
minus Mach engle near a rough wall as measured from a typlcael photograph
(fig. 8(a)) is shown in figure 10. It can be seen from figure 10 that
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the edge of the boundary lsyer is readily determined in this case from
the point at which the slope of the bow wave changes more or less dis-
continuously. It was found in many of the photographs, however, that

the bow wave was dlstorted as a result of interactions with one or more
of the many weak reflections perslsting In the field, these reflections
having originated fram the initial shock-wave movement over the roughness
elements. (See fig. 8(b).) These distortions might appear anywhere
along the bullet bow wave and, unfortunately, led to uncertainties in the
analysis of the records. Selection of a more random type of roughness
would probebly have reduced this effect.

In order that comparisons of the boundary-lsyer measurements might
be made wlth the Schlichting theory, it 1s necessary to establish an
equivalence of the roughness used to sand roughness. The theory outlined
in Schlichting for a flat plate is based on measurements made by
Nikuradse in pipes using sand roughness. For a roughness of different
form and distribution from that of Nikuradse's sand roughness, the
equivalence of the two must be determined from friction measurements,
as wes done in reference 1% for many different types of roughness. Since
the friction was not measured in this case, it was necessary to assume
arbitrarily an equivalence criterion based on some physical concept even
though there is no physical significance to the ratio A in equation (18).
It was, therefore, assumed that surface roughnesses of arbitrary form and
distribution would be equivalent on the basis of equal shock-tube-aresa
reduction. From friction measurements given in reference 13, the equiva-
lence of a saw profile roughness and Nikuradse's sand roughness was found

to be % (that is, Agaw = %—) 8o that

1 ks
¥¥ ==k = (31)
gaw — D Tsaw ﬁ;;;

ol -

The displacement thickness for the pyramid roughness used here is given
by

=1
k—3k (32)

and, by using the assumed equivalence criterion, the pyramid equivalence
is found by equating equations (31) and (32) to yield .

kg =gk | (33)
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With the equivalence factor A = g, the boundary-layer-thickness

measurements obtained with the pyramid roughness are plotted in figure 11
along with the Schlichting theoretical values from equation (19). The
agreement of the average of the experimental boundary-layer-thickness
measurements with the theory is good although there is a notlceable )
scatter of the individusl data points due to the aforementioned waves

in the flow fleld. '

For comperlson of these results with some steady-flow meassurements
obtained by using pilitot-gtatic survey probes, the results of Klebanoff
and Diehl (ref. 1h) for commercial sand roughness and of Moore (ref. 15)
for leteral square bars are also plotted in figure 11. The equivalence

of the Moore roughness form to Nikuradse sand roughness was taken as %

(that is, A = %) and was determined by the same method as was used for
the pyremids previously. The data of references 1k and 15 have been
plotted by using the ordinate meassured from y = O at the plane of

equal average channel~sres reduction. The agreement of the unsteady-
flow boundary-layer-thickness measurements with those values of refer-
ences 1k and 15 for steady flow is good but generally the points are

lower than the theoretical values. It should be pointed out that a change
in the roughness equivalence factor A would have only a relatlvely
small effect on the comparison of the dats wlth theory in figure 11. The
values taken from reference 15 are for the roughness size closest to

that used here. It was found in reference 15 thet there was a slight
dependence of the results on Reynolds number; this dependence, of course,
1s inconsistent with the sand-roughness theory.

Velocity-Profile Measurements

Boundary-lesyer velocity profiles over roughness were obtained from
the bullet photographs and considerable scetter of the measurements was
found as a result of the waves in the field, the influence being the
most serious for the velocity profiles since few photographs were
obtalned without waves somewhere within the boundary layer. The average
of the measurements taken at xpy=~ 3 feet is plotted in figure 12 along

with the theoretical distribution for this value of ﬁi, a8 determined
8

from equation (17). The experimental results were computed from equa-

tion (6). Also, for comparison, in figure 12 are plotted the steady-

flow distributions found by Klebanoff and Diehl for commercial sand

roughness and by Moore for lateral square bars at about the same values

of S The steady-flow data are plotted using the y = 0 point at the

g
plane of equal channel-area reduction as was used for the reported data.
It is seen in figure 12 that the boundary-layer velocity profile is
somewhat less full for the pyramid and lateral-bar date (ref. 15)

than for the sand-roughness casze of reference 14, but that all

L3
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the experimentel profiles are less full than the Schlichting theory
predicts. Here again the influence of the roughness equivalence factor
is very small.

The most significant result appears to be that the non-sand roughness
forms show a distinctly different profile from that of sand roughness
although there is no apparent difference between the non-sand steady-
flow and unsteady-flow profiles. In figure 13, the unsteady-flow data
taken at Xy ™= 1 foot are plotted in the same manner and compared with

the Schlichting theory and the lateral-bar data of reference 15 for the

same value of él . Here agasin, the two non-sand profiles are very

S -
nearly the same although they are both less full than the Schlichting
sand theory predicts. When the experimental unsteady-flow profiles were
computed by using equation (7), the resultes showed an even less full

profile and gave & zero velocity at the peask of the roughness rather than
at % k; therefore, these results were not used.

~

The profiles of figures 12 and 13 result in considersbly larger
experimental vaelues of &% +than are predicted by the Schlichting theory
as shown in figure 11. The experimental values shown result from inte-
gration of the profiles In figures 12 ang 13 according to equation (25).

The Schlichting theoretical curve for %— is obtained by using figure k.
8

Attenuation Measurements

Shock-speed messurements including both smooth-wall and rough-wall
studies were made by using the shock-tube configurations shown in table T.
For each shock-speed messuremerit recorded, a shock-strength calculstion
was made from one-dimensional unsteady-flow shock theory, the measured
room temperature being used and s value of y = 1.40 being assumed. For .
each shock-tube diaphragm burst the pressures on each side of the diaphragm
were determined immediately prior to the rupture; from this shock-tube

pressure ratio gg, an initiel ideal shock strength %g was determined

1 . 1
by using ideal shock-tube theory and vy = 1.40. The difference between
this initial shock strength and the shock strength determined from the
velocity measurements is then considered as the shock loss due to the
boundery layer only and is

P2 _ e

PR B
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and the shock-pressure attenuation is
P2
\ Py

b2

-1
P

For. the purpose of determining a flow length x seppropriate to each _
measurement for use in evaluation of the theory (see egs. (26) and (29)),
equation (27) 1s used where 1 is teken as the distance the shock has
traveled from the leading edge of the surface under investigation to

the midpoint of the veloclty measurement section. (See table I.) The

value of % is determined from the x-t dilagram as the ratio of the

distance a. flow partlicle has traveled from the leading edge of the par-
ticular surface to the distance that the shock has traveled from this
leading edge during the same time. From ideal shock-tube theory this
ratio is

w yEr(-3

X
LoV zx1lP2
7y -1p

and is plotted in figure 14 for 7 = 1.40.

Shock-pressure-attenuation coefficients were experimentally obtained
for the last five conflgurations listed in table I from the left-hand
side of equations (28) and (30) and the theoretical attenuation coeffi-
cients were obtalned from evaluation of the right-hand side of equa-

k
tions (28) and (30) for the same i? as before, The results for the

smooth-wall configurstion are plotted in figure 15 and for the roughness
configurations, in figures 16 to 19, all as a function of initisl shock-
wave strength. The solid arrows indicate the range of the root-mean-
square deviation of the experimental data from the faired curve. The
dashed arrows indicate the total range of deviatiun to be expected as a
result of a 5-microsecond error in time measurement in the velocity
measurement sectlion. The effect of poor disphragm bursts on the data
shown is not known but the influence of this factor on the smooth-wall
data of figure 15 would be much more pronounéed than on the rough-wall
data, since the magnitude of the shock loss due to skin friction is of
a different order. The same condition is seeh to be true in the case

of influence of errors in time measurement on the attenuation data.
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The smooth-wall results shown in figure 15 are also representative
of one serles of tests not listed in table I in which smooth sheets
8 feet long and having a thickness equal to the equivalent-area-reduction
thickness of the roughness sheets were installed in the shock tube ghead
of the measurement section. Tn view of this like result, it is felt that
the 12-percent area reduction due to the roughness does not appreciably
affect the attenuation results; this result 1s probably due to the fact
that the full shock-tube area 1s agaln attained at the measurement section.

The number h% which sppesrs in the shock-pressure-attenuation coefficient

is the hydraulic diameter of the shock tube and the value gppropriate to
the results obtained when smooth or rough sheets were installed is, of
course, smaller than the actual shock-tube hydraulic dismeter.

It can be seen in figure 15 that there is good agreement of the
results with the simple theoretical concept used within the scatter of
the data. However, the experimental scatter is such as to disallow a
conclusive comparison. It can be seen in figures 16 to 19 that the
agreement of the rough-wall results with the simple theory generally
is good at the lower values of shock-pressure ratio but is increasingly
poorer at the higher pressure ratios &s the roughness height increases
and as the roughness length lncreases.

Pipe-Flow Effect

Since the roughness covers all four walls of the shock tube and
since the boundsry leyer does theoreticelly reach the center of the
shock tube in a substantial part of the range of conditions covered,
a pipe-flow effect is suggested; that 1s, as the ratio of & to the

shock-tube helf-width % approaches unity, the theoretical concepts
which were used would be increasingly less applicable. The ratio %?

*
(or E%—) increases with shock-pressure ratlo, roughness size, and

roughness length. In order to see whether any such pipe-flow effect ie
present, the data are shown in figure 20 as a ratio of experimental to

*
theoretical attenuation plotted as a function of E%_ . The arrow
indicates the sbscissa at which 8 = %b and to the right of which would

be the plipe-~flow regime.

It can be seen from figure 20 that the data are generally less in
*

sgreement with the simple theory at the larger values of 2%_ . The
agreement of the data and theory for the high-pressure-ratio ends of the
curves (right ends) appears to be very definitely a function of the
displacement-thickness parameter. This statement might also be sald of
the low-pressure-ratio data (that to the left) except for that obtained
with the largest roughness. It appears more llkely, however, that there
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1ls a pressure-ratio effect in addition to the effect of displacement
thickness on the agreement of the results. There is a definite differ-
ence in the nature of the pressure records for the high-pressure-ratio
shocks and for the low values. In figure 21 is shown the pressure
record obtained with configuration 7 for ea¢h of these cases. The
pressure following the shock is seen to rise graduslly with time in the
case of the low-pressure ratioc and to fall with time in the case of high
pressure ratio,

Qualification of Results

In drawing any conclusions from the results which have been obtained
from boundsry-layer measurements and shock-attenuation measurements,
certaln points must be kept in mind. The boundary-layer thickness &
for the unsteady-flow pyramid roughness agreed well with both the steady-
flow sand-roughness theory and the steasdy-flow measurements for sand
roughness and lateral square-bar roughness. . The velocity profiles for
the unsteady-flow pyramid-roughness cases agreed well with the steady-
flow lateral-bar cases when equation (6} was used but d@id not agree with
the commercial sand-roughness case or the Schlichting sand theory. It
cannot be concluded whether the agreement of the pyramid end lateral-
bar data is due to the difference in roughness form being offset by the
difference in the steady and unsteady flow or whether the two forms are
equally different from sand and there is no difference due to the time
nature of the flows. This question could best be settled, of course, by
steady-flow boundary-layer measurements using pyramlid roughness by methods
similar to those used in reference 15. It should be remembered when
any comparison of the data shown is made with the theory that the
Nikuradse profiles were obtained in pipes and represent streanwise
pressure gradients whereas the other cases represent little or no pres-
sure gradient. u :

In any case, examination of equation (19) and figure 11 shows that

the effect of these differences in veloclity profiles on the parameter g
end hence Cp (see eq. (11)) is not large.

The effect of velocity-profile differences on the boundary-layer
displacement thickness (and hence on shock attenuation), however, is
more pronounced, as can be seen from figure 11 and equation (29). This
effect is also seen in figure L where the values of the boundary-lasyer
parameters -% and %; that result from integration of the experi-
mental profiles are shown. Therefore, the equivalence of sn arbitrary
roughness to sand roughness on the basis of equal friction is not suf-
ficient for equivalence of the displacement thickness. It would be
expected from this result that the attenustion theory which has been
presented would predict values of attenuation which are tooc low. How-
ever, quantitative refinement is not warranted in view of some of the
other assumptions made in the simple theory.” These assumptions include:
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incompressible flow, constant veloecity distribution along the surface,
no wall heat transfer, s Prandtl number of 1, and use of boundary-layer
characteristics at only the entropy discontinuity station to describe
the- attenuation.

CONCLUDING REMARKS

Measurements of unsteady-flow turbulent boundary-layer character-
istics using the bullet technique and shock-wave attenustion in the shock
tube with pyramid-shaped surface roughness and subsequent comperisons
with steady-flow theory lead to the following conclusions:

1. Good agreement of the boundary-layer-thickness measurements with
flat-plate steady-flow sand-roughness theory and with steady-flow data
using both sand roughness and lateral square bars was obtained.

2. Measurements of the boundary-layer velocity profiles show a
considerably less full profile than the steady-flow sand-roughness theo-
retical profile but agreed well with sgteady-flow profiles for lateral
square-bar roughness. It is shown that these differences in velocity
profiles do not lead to large differences in momentum thickness but lead
to much larger differences in the displacement thicknesses.

3. Shock-wave-attenuation measurements agreed reasongbly well with
a simple attenuation theory for smell values of boundary-lsyer displace-
ment thickness, but the measurements were considerebly lower than theory
at the higher values of digplacement thickness.

Langley Aeronauticsl Laboratory,
National Advisory Committee for Aeronautics,
Tangley Field, Va., December 12, 1955.
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TABIE I.- CONFIGURATIGN OF LOW-FRESSURE SIDE OF SHOCK TUBE (HIGH-PRESSURE

SIDE - 4 FEET LONG TN ALL CASES)

[Air-to-a.‘l: room tempara.ture]

Distence from diaphragm, £t

Shock
Nunber Configuration k, in, Rough Window nv:loci:y
wall section asure-
aection
1 Bullet Roughness on 0.25 10 to 16 12 o 14 8 to 10
bottom wall only
.2 Bullet Roughness on .25 % t016 | 14 to 16 12 o 1k
bottom wall only
5 Smooth~wall wrmmermm————— [ | 00 W | mmmmemee | mmmamaae 12 to 1k
attenuation
) Rough-wall Roughness on . 0625 8tol2 | —manmee- 12 to 1k
attenustion 211 four wallg )
5 Rough-wall Roughness on .125 12 0 16 | —uemmeme 16 o 18 5
attenustion all four walls
6 Rough~-wall Roughness on .125 I 0 12 | ccrmomnea 12 to 14
attenuation all four walls
7 Rough-well Roughness om .25 L o 12 ———— 12 to 14
attemiation all four walls

9z
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Figure l.-~ Turbulent total-skin-friction coefficlente for the smooth flat
plate epd the sand-roughened flat plate for incompressible flow according
to Schlichting (ref. 10). Dashed reglon indicates the roughness flow
which is not fully daveloped.
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Figure 2,- Boundary-layer-veloclty distribution for fully developed sand-
roughnese flow according to Schlichting (ref. 10).
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Figure 4.~ Comparison of theoretical and experimentel dependency of the
boundary-~layer parsmweters on the boundary-layer thickness for fully
developed roughness flow.

L29¢ ML VOVH




ud

NACA TN 3627 33

6
/////
5 //////
//
. /
e
//
P2Y2 3 /
Py 9 ///’/
L
, /
4
/]
/////’
| 7
o 2 3 4 5 6 7
P> /P,

Figure 5.~ Mass flow per unit area accelerated by & shock wave moving
into a stationary fluid as a functlon of shock strength.
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Figure 6.- Shock-tube flow representations.



VELOCITY MEASURNG SCHLEREN SPARK
! SYSTEN SYSTEM
]
= MIRROR ] ||
HIGH LOW THIRRN_(HRONO- N SPARK | [DELAY
PRESSURE | PRESSURE — by /! NIT_| LUNIT
pAMPLIFIER ER L el [MPUPER
| '
|
: BULLET FIRING
e 40" e 4~ 0" et 0" o ZG'-~420‘+ o ——
1
~ ~ - M M ] D-(HDJI” : -3 —————{TRIGGER
1 f SOLENOID
\DIAPHRAGM Tol TO
| MANOMETER | | Yomcum
PRE[SSURE MEASURNG SYSTEM |y PUWP
L/
AIR PRE - | oo :ﬂpﬂor(mm-uc
TANK GAGES I SCOPE EA_.MERA | ff'\LJ: | el
m | el | a
A Aol FER| TTHYRATRON | P TER Iy iDE'-A" _|L.+~=w'-'.fm.
o UNIT
i ]

SAMPLE OF ROUGHNESS

Figure T.~ Bchematic arrangement of shock

@ CAPACITANCE GAGE
® PIEZOELECTRIC GAGE

tube and instrumentation.

Legt ML ¥OVN

(£4



36 NACA TN 3627

L-91694
(v) Reflections of the shock from the roughness elements.

Figure 8.- Schlieren photographs typical of those obtained for the
roughness conditions.



o]
.=
o
L25¢ KL VOVNM

1
y=o - — —— —— —
167" 173k
t
x=0

Leading edge of roughness

Figure 9.~ Application of ‘the bullet technlque to rough-wall boundary-layer
measurements showing location of coordinates used.

LE



38 ' , NACA TN 3627

CS)O
10 O ——

O Edge of boundary layer
9 9 o )
8 O o
7 UO
6 O
5 %

O
4 O
y/k o)

2 3 4 5 6 8
d

9 10 20 30
eg

7
i,

Figure 10.~ Measurements of the bullet bow-weve incidence angle minus
Mach esngle through the boundary layer on a rough wall. My = 1.55.
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|——Sand theory, incompressibie, Schlichting (ref. 10)

O /4" Pyramids M=.314 t0.394, reported data

d I/4"Pyramids M=.925, reported data

O. Average of pyramids

O No.l6 Sand M=:.03 to 10, Klebanoff and Diehi{(ref. |4)
O 1/2"square bars M=.054 Moore (ref. |5)
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Figure ll.- Comparison of experimental and theoretical boundary-layer
thickness and displacement thickness along & rough plate for unsteady
and steady flow,.
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Figure 12.~ Comparison of experimental and theoretical boundary-layer
veloclty distribution for unsteady and steady roughness flow.
8/kg = 10.
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Figure 1k.- Theoretical ratio of fluid velocity to shock-wave velocity as
a function of shock-wave strength for a shock wave moving into a sta-
tionary fluid. 7 = 1.40. '
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Figure 15.- Comparison of theoretical and experimentel shock-pressure
attenuation coefficient as & function of shock strength for smooth-
wall flow. 1gy = 15 feet.
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Figure 16.- Comparison of theoretical and experimental shock-pressure
attemuation coeffieient &8s a funetion of shock strength for roughnese
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Figure 17.- Comparison of theoretical and experimental shock-pressure
attenuation coefficient as a function of shock strength for roughness
flow. lyy/kg = 5405 1y = 5 feet.
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Figure 19.~- Comparison of theoretical and experimental shock-pressure
attenuation coefficient as a function of shock strength for roughness
flowe lpg/kg = 4865 1, = 9 feet.
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Figure 20.- Ratio of experimental to theoreticel shock-wave attenuation
asd a function of the ratio of boundary-layer displacement thickness
to shock~tube balf-width. Arrow indiestes abeclssa at which boundary
leyer theoretically fille the shock tube.
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(b) Strong shock. Po/Py = 5.5&.

Figure 21.- Typical records of the varistion of pressure with time of
shocks after traveling over roughness. Configuration 7.
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